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Push-in fittings QS, Quick Star
Technical data

Push-in T-fitting QSTF

360° rotatable

with male and female thread

R thread

G thread

Dimensions and ordering data

Connection Nominal

size

Tubing O.D. D3

∅

D5

∅

H1 H2 H3 H4 L1 ß Weight/

piece

Part No. Type PU*

D1 [mm] D2 [g]

R thread

Rx 2.5 4 Gx 10 32.5 8 28.5 7 22.2 14 22 153182 QSTF-x-4-B 1x

3.3 6 Gx 12.5 32.5 8 28.5 7 24.2 14 23 153183 QSTF-x-6-B 1

3.6 8 Gx 14.5 32.5 8 28.5 7 26.2 14 25 153185 QSTF-x-8-B 1

R¼ 3.6 6 G¼ 12.5 38.5 11 32.5 9 26.8 17 37 153184 QSTF-¼-6-B 1¼

4.4 8 G¼ 14.5 38.5 11 32.5 9 28.2 17 39 153186 QSTF-¼-8-B 1

4.4 10 G¼ 18 38.5 11 32.5 9 30.5 17 42 153188 QSTF-¼-10-B 1

Ry 4.9 8 Gy 14.5 44.5 12 38.2 11 30.2 21 61 153187 QSTF-y-8-B 1y

5.6 10 Gy 18 44.5 12 38.2 11 32.5 21 64 153189 QSTF-y-10-B 1

6 12 Gy 21 44.5 12 38.2 11 35.2 21 67 153190 QSTF-y-12-B 1

R½ 7.4 12 G½ 21 52.2 13 44 14 38.2 24 101 153191 QSTF-½-12-B 1

G thread with sealing ring

Gx 2.4 4 Gx 10 26 5.1 13.8 7 23.4 14 20 186199 QSTF-Gx-4 1x

3.2 6 Gx 12.4 26 5.1 14.1 7 25.5 14 21 186200 QSTF-Gx-6 1

3.7 8 Gx 14.4 26 5.1 15.1 7 28.4 14 23 186202 QSTF-Gx-8 1

G¼ 3.7 6 G¼ 12.4 33.2 5.6 16 9 29 19 43 186201 QSTF-G¼-6 1¼

4.4 8 G¼ 14.4 33.2 5.6 16 9 28.9 19 44 186203 QSTF-G¼-8 1

4.9 10 G¼ 17.6 33.2 5.6 17.3 9 31.2 19 47 186205 QSTF-G¼-10 1

Gy 4.9 8 Gy 14.4 38.1 6.6 19.2 10.5 31 24 71 186204 QSTF-Gy-8 1y

5.8 10 Gy 17.6 38.1 6.6 19.2 10.5 33.6 24 74 186206 QSTF-Gy-10 1

6 12 Gy 21 38.1 6.6 20.9 10.5 36.4 24 77 186207 QSTF-Gy-12 1

G½ 7 12 G½ 21 42.8 7.6 21.9 13 37.9 27 99 186208 QSTF-G½-12 1

* Packaging unit quantity
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Push-in fittings QS, Quick Star
Technical data

Push-in T-fitting QSTL

360° rotatable

Male thread

with external hex

R thread

Dimensions and ordering data

Connection Nominal size Tubing O.D. D5

∅

H1 H2 H3 H4 L1 ß Weight/

piece

Part No. Type PU*

D1 [mm] D2 [g]

R thread

Rx 2.6 4 10 41.5 8 24.5 20.5 17 10 14.5 153117 QSTL-x-4 10x 5 5 5 7 5

130824 QSTL-x-4-100 100

4 6 13 46 8 26 22 20 12 17 153118 QSTL-x-6 103 7

130825 QSTL-x-6-100 100

5 8 15 50.5 8 28.5 24 22 14 22.5 153120 QSTL-x-8 105 5 5 5 5 5

130826 QSTL-x-8-50 50

R¼ 4 6 13 49 11 29 23 20 14 26 153119 QSTL-¼-6 10¼ 3 9 9 3

130827 QSTL-¼-6-100 100

5 8 15 53.5 11 31.5 25 22 14 28.5 153121 QSTL-¼-8 105 5 53 5 3 5 5 5

130828 QSTL-¼-8-50 50

6.7 10 17.5 61.5 11 36 30 25.5 17 41.5 153123 QSTL-¼-10 107 7 5 5 3 3 5 5 7 5

130829 QSTL-¼-10-50 50

Ry 5 8 15 55 12 33 26.5 22 17 41 153122 QSTL-y-8 10y

6.7 10 17.5 62.5 12 37 30.5 25.5 17 50.5 153124 QSTL-y-10 10

8.7 12 21 67 12 39 32.5 28 21 62.5 153125 QSTL-y-12 10

R½ 8.7 12 21 70 15 42 34 28 21 77.5 153126 QSTL-½-12 1½

10.9 16 25 84.5 15 51 41 33.5 22 99 153127 QSTL-½-16 1

* Packaging unit quantity
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Push-in fittings QS, Quick Star
Technical data

Push-in T-fitting QSTL

360° rotatable

Male thread

with external hex

G thread

Dimensions and ordering data

Connection Nominal size Tubing O.D. D5

∅

H1 H2 H3 L1 ß Weight/

piece

Part No. Type PU*

D1 [mm] D2 [g]

G thread with sealing ring

Gx 2.6 4 10 40.2 5.1 23.3 16.9 13 16 186168 QSTL-Gx-4 10x 5 3 3 9 3

132075 QSTL-Gx-4-100 -V- New 100

4 6 13 45.2 5.1 25 20.2 13 18 186169 QSTL-Gx-6 103 5 5 5 3

132076 QSTL-Gx-6-100 -V- New 100

5 8 15 49.4 5.1 27.2 22.2 14 23 186171 QSTL-Gx-8 105 5 9 5 7 3

132077 QSTL-Gx-8-50 -V- New 50

G¼ 4 6 13 46.7 5.6 26.5 20.2 17 27 186170 QSTl-G¼-6 10¼ 3 7 5 5 7 7

132078 QSTl-G¼-6-100 -V- New 100

5 8 15 50.9 5.6 28.7 22.2 17 31 186172 QSTL-G¼-8 105 5 5 9 5 7 7 3

132079 QSTL-G¼-8-50 -V- New 50

6.7 10 17.5 57.7 5.6 32.5 25.2 17 39 186174 QSTL-G¼-10 107 7 5 57 7 5 3 5 5 7 39

132080 QSTL-G¼-10-50 -V- New 50

Gy 5 8 15 52.4 6.6 30.2 22.2 19 44 186173 QSTL-Gy-8 10y

6.7 10 17.5 59.2 6.6 34 25.2 19 49 186175 QSTL-Gy-10 10

8.7 12 21 64.6 6.6 36.2 28.2 21 56 186176 QSTL-Gy-12 10

G½ 8.7 12 21 67.6 7.6 39.2 28.2 24 81 186177 QSTL-G½-12 1½

10.9 16 25 79.1 7.6 46 33.1 24 96 186178 QSTL-G½-16 1

* Packaging unit quantity

-V- New
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Push-in fittings QS, Quick Star
Technical data

Push-in angled fitting QSW

360° rotatable

Male thread

R thread

Dimensions and ordering data

Connection Nominal size Tubing O.D. D5 H1 H2 H3 ß Weight/

piece

Part No. Type PU*

D1 mm] D2 [g]

R thread

Rx 2.5 4 8 14.8 8 23 10 6.1 130596 QSW-x-4 10x

3.3 6 10.5 16.4 8 25.3 10 6.8 130597 QSW-x-6 10

5.3 8 14.5 27 8 42.2 14 18 130598 QSW-x-8 10

R¼ 3.3 6 10.5 21.4 11 28.2 14 17.9 130599 QSW-¼-6 10¼

5.3 8 14.5 30 11 43.2 14 24 130600 QSW-¼-8 10

7 10 17.5 34.2 11 50.6 17 34 130601 QSW-¼-10 10

Ry 7 10 17.5 35.2 12 51.3 17 42 130602 QSW-y-10 10y

7.5 12 21 39 12 60 21 66 130603 QSW-y-12 10

R½ 7.5 12 21 42 15 61.2 21 80 130604 QSW-½-12 1½

10.7 16 25 47 15 67.6 22 83 130605 QSW-½-16 1

* Packaging unit quantity

Push-in angled connector QSW-…HL

with push-in sleeve

Dimensions and ordering data

Push-in

sleeve∅

Nominal size Tubing O.D. D5 D6 H1 H2 Weight/

piece

Part No. Type PU*

D1 mm] D2 [g]

4 2 4 8 8 21.8 15 1.4 130617 QSW-4HL 10

6 2.7 6 10.5 8 24.6 17.3 2.1 130618 QSW-6HL 10

8 5 8 14.5 14.5 37.5 33.2 7.8 130619 QSW-8HL 10

10 6 10 17.5 17.5 42.2 39.7 13 130620 QSW-10HL 10

12 7 12 21 21 49.5 48.4 20 130621 QSW-12HL 10

* Packaging unit quantity
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Push-in fittings QS, Quick Star
Technical data

Push-in X-connector QSX

Dimensions and ordering data

Tubing O.D. Nominal size D5

∅

D6

∅

H1 H2 L1 L2 Weight/

piece

Part No. Type PU*

D1 [mm] [g]

8 4.7 15 3.5 23.5 9 47 18 20 153285 QSX-8 10

10 6.1 17.5 4.5 27.5 11 55 22 32 153286 QSX-10 10

12 7.5 21 4.5 31 12 62 24 46 153287 QSX-12 10

* Packaging unit quantity
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Push-in fittings QS, Quick Star
Technical data

Push-in Y-fitting QSY

360° rotatable

Male thread

with external hex

M thread

R thread

Dimensions and ordering data

Connection Nominal

size

Tubing O.D. D5

∅

D6

∅

H1 L1 L2 L3 L4 ß Weight/

piece

Part No. Type PU*

D1 [mm] D2 [g]

Metric thread with sealing ring

M5 1.4 4 10 3.4 11 38.1 3.5 14.1 – 10 12 190673 QSY-M5-4 105

1.4 6 12.5 3.2 12 41.9 3.5 15.8 – 12 16 190674 QSY-M5-6 10

R thread

Rx 2.3 4 10 3.4 11 41 8 14.5 38 10 15 153138 QSY-x-4 10x

3.6 6 13 3.2 12 44.5 8 16 40.5 12 18 153139 QSY-x-6 10

4.6 8 15 3.2 14 49 8 17.5 45 14 23.5 153141 QSY-x-8 10

R¼ 2.3 4 10 3.4 11 43.6 11 14.1 37.6 14 23 190675 QSY-¼-4 10¼

3.6 6 13 3.2 12 47.5 11 16 41.5 14 25 153140 QSY-¼-6 10

4.6 8 15 3.2 14 52 11 17.5 46 14 29.5 153142 QSY-¼-8 10

6.2 10 18 4.5 18 58.5 11 20 52.5 17 43 153144 QSY-¼-10 10

Ry 4.6 8 15 3.2 14 53.5 12 17.5 47 17 42.5 153143 QSY-y-8 10y

6.2 10 18 4.5 18 59.5 12 20 53 17 51.5 153145 QSY-y-10 10

6.9 12 21 4.5 20 64.5 12 22.5 58 21 64.5 153146 QSY-y-12 10

R½ 6.9 12 21 4.5 20 67.5 15 22.5 59.5 21 79.5 153147 QSY-½-12 10

* Packaging unit quantity



Subject to change – 2010/0368 � Internet: www.festo.com/catalogue/...

Push-in fittings QS, Quick Star
Technical data

Push-in Y-fitting QSY

360° rotatable

Male thread

with external hex

G thread

Dimensions and ordering data

Connection Nominal size Tubing O.D. D5

∅

D6

∅

H1 L1 L2 L3 ß Weight/

piece

Part No. Type PU*

D1 [mm] D2 [g]

G thread with sealing ring

Gx 2.3 4 10 3.4 11 40.6 5.1 14.1 13 17 186179 QSY-Gx-4 10x

3.6 6 12.5 3.2 12 43.4 5.1 15.8 13 18 186180 QSY-Gx-6 10

4.6 8 14.5 3.2 14 47.7 5.1 17.2 14 23 186182 QSY-Gx-8 10

G¼ 3.6 6 12.5 3.2 12 44.9 5.6 15.8 17 28 186181 QSY-G¼-6 10¼

4.6 8 14.5 3.2 14 49.2 5.6 17.2 17 31 186183 QSY-G¼-8 10

6.2 10 18 4.5 18 54.8 5.6 19.5 17 41 186185 QSY-G¼-10 10

Gy 4.6 8 14.5 3.2 14 50.7 6.6 17.2 19 44 186184 QSY-Gy-8 10y

6.2 10 18 4.5 18 56.3 6.6 19.5 19 51 186186 QSY-Gy-10 10

6.9 12 21 4.2 20 61.5 6.6 22.2 21 58 186187 QSY-Gy-12 10

G½ 6.9 12 21 4.2 20 64.5 7.6 22.2 24 84 186188 QSY-G½-12 1

* Packaging unit quantity
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Push-in fittings QS, Quick Star
Technical data

Push-in Y-connector QSY

2 reducing outlets

Reducing

Dimensions and ordering data

Tubing O.D. Nominal size Tubing O.D. D5

∅

D6

∅

H1 L1 L2 Weight/

piece

Part No. Type PU*

D1 [mm] D2 [g]

4 2.3 4 10 3.4 11 32.8 14.1 7.6 153148 QSY-4 103 3 3 7

130807 QSY-4-100 100

6 3.6 6 12.5 3.4 12 37.7 15.8 11 153149 QSY-6 103 5 3 37 7 5

130808 QSY-6-100 100

8 4.6 8 14.5 3.2 14 42.4 17.2 16 153150 QSY-8 105 3 7

130809 QSY-8-50 50

10 5.9 10 18 4.5 18 48.4 19.5 26 153151 QSY-10 105 9 5 9 5

130810 QSY-10-20 20

12 7 12 21 4.2 20 54.8 22.2 37 153152 QSY-12 107 5 37

130811 QSY-12-20 20

16 8.5 16 25 4.5 24 62.2 22.1 45 130609 QSY-16 1

Reducing

6 2.3 4 13 3.2 12 37.5 15 10.5 153153 QSY-6-4 103 3 3 37 5 5 5

130812 QSY-6-4-100 100

8 2.1 4 15 3.2 14 43.3 18.2 17 130610 QSY-8-4 10

3.6 6 15 3.2 14 42.5 17.5 14.5 153154 QSY-8-6 103 5 3 5 7 5 5

130813 QSY-8-6-50 50

10 3.6 6 18 4.5 18 50.2 21.3 27 130611 QSY-10-6 10

4.6 8 18 4.5 18 48.5 19.5 23 153155 QSY-10-8 105 5 9 5 3

130814 QSY-10-8-20 20

12 5.4 8 21 4.2 20 56.4 23.8 40 130612 QSY-12-8 10

5.9 10 21 4.5 20 55 22.5 35.5 153156 QSY-12-10 105 9 5 55 5 35 5

130815 QSY-12-10-20 20

16 7.8 12 25 4.5 25 66.7 26.6 77 190708 QSY-16-12 1

* Packaging unit quantity
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Push-in fittings QS, Quick Star
Technical data

Push-in Y-connector QSY-…H

with push-in sleeve

Dimensions and ordering data

Push-in

sleeve∅

Nominal size Tubing O.D. D5

∅

D6

∅

D7

∅

H1 L1 L2 L3 Weight/

piece

Part No. Type PU*

D1 [mm] D2 [g]

4 1.6 4 10 3.4 10 11 48.7 28.6 14.1 6.5 130628 QSY-4H 10

6 3.1 6 12.5 3.2 12.5 12 55.6 33 15.8 9.4 130629 QSY-6H 10

8 4.6 8 13 3.2 14.5 14 59.2 35.7 17.2 13 130630 QSY-8H 10

10 5.9 10 18 4.5 18 18 68.5 43.5 19.5 23 130631 QSY-10H 10

12 7.3 12 21.5 4.5 21 20 78.3 49.8 22.2 34 130632 QSY-12H 10

Reducing

6 2.3 4 10 3.4 10 11 50.9 28.6 14.1 6.8 130633 QSY-6H-4 10

8 3.6 6 12.8 3.2 12.5 12 56.5 33 15.8 9.5 130634 QSY-8H-6 10

10 4.6 8 15 3.2 14.5 14 62.7 37.7 17.2 15 130635 QSY-10H-8 10

12 5.9 10 18 4.5 18 18 69.8 41.3 19.5 23 130636 QSY-12H-10 10

* Packaging unit quantity
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Push-in fittings QS, Quick Star
Technical data

Push-in Y-fitting QSYL

360° rotatable

Male thread

with external hex

R thread

G thread

Dimensions and ordering data

Connection Nominal

size

Tubing O.D. B1 D5

∅

D6

∅

H1 H2 L1 L2 L3 ß Weight/

piece

Part No. Type PU*

D1 [mm] D2 [g]

R thread

Rx 1.9 4 11 10 3.2 23 14.5 24.5 8 20.5 10 15.5 153172 QSYL-x-4 1x

3 6 12 13 4.2 26.5 16 28 8 24 14 18.5 153173 QSYL-x-6 1

4.3 8 14 15 4.2 29.5 17 31 8 27 14 25 153175 QSYL-x-8 1

R¼ 2.9 6 12 13 4.2 26.5 16 31 11 25 14 26.5 153174 QSYL-¼-6 1¼

4.3 8 14 15 4.2 29.5 17 34 11 28 14 30.5 153176 QSYL-¼-8 1

5.8 10 18 18 4.2 34 19 37 11 31 17 45 153178 QSYL-¼-10 1

Ry 4.4 8 14 15 4.2 29.5 17 36 12 29.5 17 44 153177 QSYL-y-8 1y

5.9 10 18 18 4.2 34 19 38 12 31.5 17 53.5 153179 QSYL-y-10 1

7.4 12 20 22 4.2 35.5 20.5 42 12 35.5 21 67 153180 QSYL-y-12 1

R½ 7.3 12 20 22 4.2 35.5 20.5 45 15 37 21 83 153181 QSYL-½-12 1

G thread with sealing ring

Gx 1.9 4 11 10 3.2 22.7 14.2 24.7 5.1 – 13 17 186189 QSYL-Gx-4 1x

3 6 12 12.5 4.2 26.2 15.5 27 5.1 – 13 19 186190 QSYL-Gx-6 1

4.3 8 14 14.5 4.2 29.4 16.9 30 5.1 – 14 25 186192 QSYL-Gx-8 1

G¼ 2.9 6 12 12.5 4.2 26.2 15.5 28.5 5.6 – 17 29 186191 QSYL-G¼-6 1¼

4.3 8 14 14.5 4.2 29.4 16.9 31.5 5.6 – 17 33 186193 QSYL-G¼-8 1

5.8 10 18 17.5 4.2 33.5 18.5 33.5 5.6 – 17 43 186195 QSYL-G¼-10 1

Gy 4.4 8 14 14.5 4.2 29.4 16.9 33 6.6 – 19 46 186194 QSYL-Gy-8 1y

5.9 10 18 17.5 4.2 33.5 18.5 35 6.6 – 19 53 186196 QSYL-Gy-10 1

7.4 12 20 21 4.2 35.2 20.4 39.2 6.6 – 21 61 186197 QSYL-Gy-12 1

G½ 7.3 12 20 21 4.2 35.2 20.4 42.2 7.6 – 24 87 186198 QSYL-G½-12 1

* Packaging unit quantity
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Push-in fittings QS, Quick Star
Technical data

Push-in Y-fitting QSYLV

360° rotatable

Male thread

with external hex

R thread

G thread

Dimensions and ordering data

Connection Nominal

size

Tubing O.D. B1 D5

∅

D6

∅

H1 H2 H3 L1 L2 ß Weight/

piece

Part No. Type PU*

D1 [mm] D2 [g]

R thread

Rx 3.3 6 12 12.5 3.2 27 8 11 26 10.5 14 24.5 153192 QSYLV-x-6 1

R¼ 4.4 8 14 14.5 3.2 31.5 11 12.5 29 12.5 17 41.5 153193 QSYLV-¼-8 1

Ry 5.7 10 17 17.5 4.2 36 12 14.5 33.5 15 21 69.5 153194 QSYLV-y-10 1

R½ 7.1 12 20 21 4.2 40 15 17.5 37.5 17 24 102 153195 QSYLV-½-12 1

G thread with sealing ring

Gx 3.5 6 12 12.4 3.2 26.2 5.1 15.2 27.5 12 17 31 186209 QSYLV-Gx-6 1

G¼ 4.7 8 14 14.4 3.2 28.4 5.6 16.4 30.9 14 19 48 186210 QSYLV-G¼-8 1

Gy 5.2 10 17 17.6 4.2 33.4 6.6 19.4 34 15.5 21 73 186211 QSYLV-Gy-10 1

G½ 7 12 20 21 4.2 37.4 7.6 21.9 38.9 18.5 27 123 186212 QSYLV-G½-12 1

* Packaging unit quantity
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Push-in fittings QS, Quick Star
Technical data

Push-in Y-fitting QSYTF

Male and female thread

with external hex

R thread

G thread

Dimensions and ordering data

Connection Nominal

size

Tubing O.D. B1 D3

∅

D5

∅

D6

∅

H1 H2 H3 H4 L1 L2 ß Weight/

piece

Part No. Type PU*

D1 [mm] D2 [g]

R male thread and G thread female

Rx 3.1 6 12 Gx 12.4 3.5 32.5 8 12 7 26.2 10.7 14 27 153196 QSYTF-x-6-B 1

R¼ 4.3 8 14 G¼ 14.4 3.2 38.5 11 13.5 9 29.1 12.5 17 43 153197 QSYTF-¼-8-B 1

Ry 5.5 10 17 Gy 17.6 4.2 44.5 12 15.7 11 33.5 15 21 72 153198 QSYTF-y-10-B 1

R½ 6.8 12 20 G½ 21 4.2 52.2 13 16.5 14 37.4 17 24 109 153199 QSYTF-½-12-B 1

G male thread with sealing ring

Gx 3.1 6 12 Gx 12.4 3.2 29.2 5.1 15.2 7 27.5 12 17 32 186213 QSYTF-Gx-6 1

G¼ 4.3 8 14 G¼ 14.4 3.2 32.9 5.6 16.4 9 30.9 14 19 47 186214 QSYTF-G¼-8 1

Gy 5.5 10 17 Gy 17.6 4.2 41.4 6.6 19.4 11 34 15.5 21 72 186215 QSYTF-Gy-10 1

G½ 6.8 12 20 G½ 21 4.2 47.4 7.6 21.9 14 38.9 18.5 27 127 186216 QSYTF-G½-12 1

* Packaging unit quantity
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Push-in fittings QSM-B, Quick Star, mini
Technical data

Push-in fitting QSM-B

Male thread

with external hex

M thread

R thread

Dimensions and ordering data

Connection Nominal size Tubing O.D. D5

∅

L1 L2 L3 ß Weight/

piece

Part No. Type PU*

D1 [mm] D2 [g]

Metric thread with sealing ring

M3 0.9 3 6.0 13.3 2.5 – 5.5 1.1 132102 QSM-B-M3-3-20 -V- New 203

1.1 4 7.8 15.7 2.5 – 8 2.4 130894 QSM-B-M3-4-20 20

M5 2.0 3 7.8 16.2 3 – 8 3.5 132103 QSM-B-M5-3-20 -V- New 205

2.2 4 7.8 16.2 3 – 8 3.2 130895 QSM-B-M5-4-20 20

2.1 6 9.8 17.3 3 – 10 4.5 130896 QSM-B-M5-6-20 20

R thread

Rx 2.9 4 7.8 16.2 8 12.3 10 6 132104 QSM-B-x-4-20 -V- New 20x

4.5 6 9.8 17.9 8 14 10 6 132105 QSM-B-x-6-20 -V- New 20

* Packaging unit quantity

-V- New
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Push-in fittings QSM-B, Quick Star, mini
Technical data

Push-in fitting QSM-B-...-I

Male thread

with internal hex

M thread

R thread

Dimensions and ordering data

Connection Nominal size Tubing O.D. D5

∅

L1 L2 L3 ß Weight/

piece

Part No. Type PU*

D1 [mm] D2 [g]

Metric thread with sealing ring

M3 1.6 3 8 15.7 2.5 – 1.5 2.3 132116 QSM-B-M3-3-I-20 -V- New 203

1.5 4 8 15.7 2.5 – 1.5 2.2 130909 QSM-B-M3-4-I-20 20

M5 1.9 3 8 16.2 3.0 – 2.0 3.3 132117 QSM-B-M5-3-I-20 -V- New 205

2.5 4 8 16.2 3.0 – 2.5 3 130910 QSM-B-M5-4-I-20 20

2.6 6 9.8 17.8 3.0 – 2.5 4.4 130911 QSM-B-M5-6-I-20 20

M7 2.3 4 9.8 18.9 5.5 – 3.0 6 130912 QSM-B-M7-4-I-20 207

2.9 6 9.8 20.9 5.5 – 4.0 6.4 130913 QSM-B-M7-6-I-20 20

R thread

Rx 3.1 4 10 16.4 8.0 12.5 3.0 6 132118 QSM-B-x-4-I-20 -V- New 20x

4.1 6 10 18.2 8.0 14.3 4.0 6 132119 QSM-B-x-6-I-20 -V- New 20

* Packaging unit quantity

-V- New
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Push-in fittings QSM-B, Quick Star, mini
Technical data

Push-in L-fitting QSML-B

360° rotatable

Male thread

with external hex

M thread

R thread

Dimensions and ordering data

Connection Nominal size Tubing O.D. D5

∅

H1 H2 H3 L1 ß Weight/

piece

Part No. Type PU*

D1 [mm] D2 [g]

Metric thread with sealing ring

M3 0.8 3 6 12 3.3 12.5 11 5.5 1.5 132106 QSML-B-M3-3-20 -V- New 203

1.3 4 8 14 2.5 15.5 15.7 8 3 130899 QSML-B-M3-4-20 20

M5 1.5 3 6 13.5 3.5 13.5 11 8 2.8 132107 QSML-B-M5-3-20 -V- New 205

1.7 4 8 13.5 3 14.5 15.7 8 3.4 130900 QSML-B-M5-4-20 20

2.1 6 10.5 14.5 3 16.8 16.3 8 4.1 130901 QSML-B-M5-6-20 20

M7 2.0 4 8 17 5.5 15.5 15.7 10 5.6 132108 QSML-B-M7-4-20 -V- New 207

2.4 6 10.5 18 5.5 17.5 16.3 10 6.2 132109 QSML-B-M7-6-20 -V- New 20

R thread

Rx 2.5 4 8 16 8 16.3 15.7 10 6 132110 QSML-B-x-4-20 -V- New 20x

3.3 6 10.5 17 8 18.8 16.3 10 7 132111 QSML-B-x-6-20 -V- New 20

* Packaging unit quantity

-V- New
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Push-in fittings QSM-B, Quick Star, mini
Technical data

Push-in T-fitting QSMT-B

360° rotatable

Male thread

with external hex

M thread

R thread

Dimensions and ordering data

Connection Nominal size Tubing O.D. D5

∅

H1 H2 H3 L1 ß Weight/

piece

Part No. Type PU*

D1 [mm] D2 [g]

Metric thread with sealing ring

M3 0.9 3 6 12 3.3 12.5 22 5.5 2 132112 QSMT-B-M3-3-20 -V- New 203

1.3 4 8 15 2.5 15.5 26.2 8 3.9 130904 QSMT-B-M3-4-20 20

M5 1.6 3 6 13,5 3 13.5 22 8 3.3 132113 QSMT-B-M5-3-20 -V- New 205

2.2 4 8 14.5 3 14.5 26.2 8 4.3 130905 QSMT-B-M5-4-20 20

2.1 6 10.5 15.5 3 17.8 28.4 8 5.6 130906 QSMT-B-M5-6-20 20

R thread

Rx 2.4 4 8 17 8 17.1 26.2 10 7 132114 QSMT-B-x-4-20 -V- New 20x

3.3 6 10.5 18 8 19.3 28.4 10 8 132115 QSMT-B-x-6-20 -V- New 20

* Packaging unit quantity

-V- New
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Push-in fittings QS-B, Quick Star
Technical data

Push-in fitting QS-B

Male thread

with external hex

R thread QS-B-y-16-10

Dimensions and ordering data

Connection Nominal size Tubing O.D. D5 L1 L2 L3 ß Weight/

piece

Part No. Type PU*

D1 [mm] D2 [g]

R thread

Rx 2.6 4 – 21 8 17 10 8.3 130914 QS-B-x-4-20 20x

4 6 – 22.6 8 18.6 12 9.3 130915 QS-B-x-6-20 20

5 8 – 27.9 8 23.9 14 16 130916 QS-B-x-8-20 20

5.4 10 – 30.3 8 26.4 17 22.5 132120 QS-B-x-10-20 -V- New 20

R¼ 2.6 4 – 21 11 15 14 16 130917 QS-B-¼-4-20 20¼

4 6 – 24.6 11 18.5 14 18 130918 QS-B-¼-6-20 20

5 8 – 26.6 11 20.6 14 16 130919 QS-B-¼-8-20 20

6.7 10 – 29.8 11 23.8 17 20 132121 QS-B-¼-10-20 -V- New 20

8.7 12 – 35.9 11 29.9 21 43.7 132122 QS-B-¼-12-20 -V- New 20

Ry 4 6 – 23.6 12 17.2 17 28 130920 QS-B-y-6-10 10y

5 8 – 23.9 12 17.6 17 24 130921 QS-B-y-8-10 10

6.7 10 – 29.3 12 23 17 27 130922 QS-B-y-10-10 10

8.7 12 – 31.9 12 25.6 21 35.5 132123 QS-B-y-12-10 -V- New 10

10.3 16 23.8 41.9 12 34.8 22 59.5 132124 QS-B-y-16-10 -V- New 10

R½ 6.7 10 – 30.3 15 22.1 21 50 130924 QS-B-½-10-10 10½

8.7 12 – 33.9 15 25.7 21 50 130925 QS-B-½-12-10 10

12 16 – 41.3 15 33.2 24 67 132125 QS-B-½-16-10 -V- New 10

* Packaging unit quantity

-V- New
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Push-in fittings QS-B, Quick Star
Technical data

Push-in fitting QS-B-…-I

Male thread

with internal hex

R thread

Dimensions and ordering data

Connection Nominal size Tubing O.D. D5

∅

L1 L2 L3 ß Weight/

piece

Part No. Type PU*

D1 [mm] D2 [g]

R thread

Rx 2.1 4 9.7 21 8 17 2.5 7.6 130990 QS-B-x-4-I-20 20x

3.7 6 11.8 22.6 8 18.6 4 8.1 130991 QS-B-x-6-I-20 20

4.7 8 13.7 27.9 8 23.9 5 14 130992 QS-B-x-8-I-20 20

5 10 17.7 30.3 8 26.4 5 25 132151 QS-B-x-10-I-20 -V- New 20

R¼ 3.7 6 14 22.6 11 16.5 4 15 130994 QS-B-¼-6-I-20 20¼

5 8 14 26.6 11 20.6 6 15 130995 QS-B-¼-8-I-20 20

5 10 17.7 29.8 11 23.8 7 22 132152 QS-B-¼-10-I-20 -V- New 20

6.8 12 20.8 35.9 11 29.9 6 40 132153 QS-B-¼-12-I-20 -V- New 20

Ry 5 8 16.8 23.9 12 17.6 6 23 130997 QS-B-y-8-I-10 10y

5 10 17.8 29.3 12 23 6 28 130998 QS-B-y-10-I-10 10

7.1 12 20.8 31.9 12 25.6 8 33.5 132154 QS-B-y-12-I-10 -V- New 10

R½ 5 10 20.8 30.3 15 22.1 6 49 132000 QS-B-½-10-I-10 10½

7.1 12 20.8 33.9 15 25.7 8 49 132001 QS-B-½-12-I-10 10

* Packaging unit quantity

-V- New
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Push-in fittings QS-B, Quick Star
Technical data

Push-in connector QS-B

Dimensions and ordering data

Tubing O.D. Nominal size Tubing O.D. D5

∅

D6 L1 Weight/

piece

Part No. Type PU*

D1 [mm] D2 [g]

4 2.6 4 10 – 30.8 4.7 130964 QS-B-4-20 20

6 4 6 12.5 – 34.9 6.5 130965 QS-B-6-20 20

8 5 8 14.5 – 37.8 9.4 130966 QS-B-8-20 20

10 6.7 10 17.5 – 43.4 16 130967 QS-B-10-10 10

12 8.7 12 21 – 47.8 22 130968 QS-B-12-10 10

16 13.7 16 25 – 49.4 25 132144 QS-B-16-10 -V- New 10

Reducing

6 2.6 4 12.5 12.5 34.4 6.4 130969 QS-B-6-4-20 20

8 2.3 4 10.7 14.5 38.8 7.2 132145 QS-B-8-4-20 -V- New 20

4 6 14.5 14.5 37.9 8.8 130970 QS-B-8-6-20 20

10 3.7 6 13 17.5 39.8 12 132146 QS-B-10-6-20 -V- New 20

5 8 17.5 17.5 43.1 14 130971 QS-B-10-8-20 20

12 5.2 8 14.5 21 44 16 132147 QS-B-12-8-10 -V- New 10

6.7 10 21 21 47.6 21 130972 QS-B-12-10-10 10

* Packaging unit quantity

-V- New
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Push-in fittings QS-B, Quick Star
Technical data

Push-in L-fitting QSL-B

360° rotatable

Male thread

with external hex

R thread

Dimensions and ordering data

Connection Nominal size Tubing O.D. D5

∅

H1 H2 H3 L1 ß Weight/

piece

Part No. Type PU*

D1 [mm] D2 [g]

R thread

Rx 2.2 4 10 18.9 8 19.9 16.8 10 6.9 130926 QSL-B-x-4-20 20x

3.2 6 12.5 19.5 8 21.8 19.7 10 7.8 130927 QSL-B-x-6-20 20

4.6 8 14.5 24.2 8 27.5 21.9 12 12 130928 QSL-B-x-8-20 20

4.5 10 17.5 26.1 8 30.9 25 12 16 132126 QSL-B-x-10-20 -V- New 20

R¼ 2.2 4 10 24.4 11 23.4 16.8 14 14 130929 QSL-B-¼-4-20 20¼

3.4 6 12.5 26 11 26.2 19.7 14 15 130930 QSL-B-¼-6-20 20

4.8 8 14.5 27.2 11 28.4 21.9 14 16 130931 QSL-B-¼-8-20 20

6.0 10 17.5 28.1 11 30.8 25 14 20 132127 QSL-B-¼-10-20 -V- New 20

5.8 12 21 29.8 11 34.3 29.2 14 24 132128 QSL-B-¼-12-20 -V- New 20

Ry 3.3 6 12.5 26.5 12 26.4 19.7 17 21 130932 QSL-B-y-6-10 10y

4.8 8 14.5 27.7 12 28.6 21.9 17 23 130933 QSL-B-y-8-10 10

6.4 10 17.5 29.6 12 32 25 17 26 130934 QSL-B-y-10-10 10

6.6 12 21 31.3 12 35.5 29.2 17 30 132129 QSL-B-y-12-10 -V- New 10

10.1 16 25 47 11 53.2 33.1 22 81.5 132130 QSL-B-y-16-10 -V- New 10

R½ 6.2 10 17.5 32.6 15 33.2 25 21 42 130936 QSL-B-½-10-10 10½

7.1 12 21 34.3 15 36.6 29.2 21 46 130937 QSL-B-½-12-10 10

10.9 16 25 51 15 55.4 33.1 22 85.5 132131 QSL-B-½-16-10 -V- New 10

* Packaging unit quantity

-V- New
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Push-in fittings QS-B, Quick Star
Technical data

Push-in long L-fitting QSLL-B

360° rotatable

Male thread

with external hex

R thread

Dimensions and ordering data

Connection Nominal size Tubing O.D. D5

∅

H1 L1 L2 L3 ß Weight/

piece

Part No. Type PU*

D1 [mm] D2 [g]

R thread

Rx 2.2 4 10 16.8 31.7 8 32.7 10 12 132002 QSLL-B-x-4-20 20x

3.3 6 12.5 19.7 34.8 8 37.1 10 13 132003 QSLL-B-x-6-20 20

4.3 8 14.5 21.9 41.5 8 44.8 12 19 132004 QSLL-B-x-8-20 20

R¼ 2.2 4 10 16.8 38.1 11 37.1 14 24 132155 QSLL-B-¼-4-20 -V- New 20¼

3.3 6 12.5 19.7 42.2 11 42.4 14 25 132006 QSLL-B-¼-6-20 20

4.9 8 14.5 21.9 45.4 11 46.6 14 27 132007 QSLL-B-¼-8-20 20

5.9 10 17.5 25.0 49.3 11 52.0 14 30 132156 QSLL-B-¼-10-20 -V- New 20

Ry 3.3 6 12.5 19.7 42.7 12 42.6 17 37 132008 QSLL-B-y-6-10 10y

4.9 8 14.5 21.9 45.9 12 46.8 17 39 132009 QSLL-B-y-8-10 10

6.0 10 17.5 25.0 50.8 12 53.2 17 43 132010 QSLL-B-y-10-10 10

6.3 12 21 29.2 56.0 12 60.2 17 47 132157 QSLL-B-y-12-10 -V- New 10

R½ 6.0 10 17.5 25.0 54.7 15 55.3 21 74 132012 QSLL-B-½-10-10 10½

7.0 12 21 29.2 59.9 15 62.2 21 78 132013 QSLL-B-½-12-10 10

* Packaging unit quantity

Push-in L-connector QSL-B

Dimensions and ordering data

Tubing O.D. Nominal size D5

∅

D6

∅

H1 H2 Weight/

piece

Part No. Type PU*

D1 [mm] [g]

4 2.3 10 3.2 16.9 6.5 5.1 130950 QSL-B-4-20 20

6 3.6 12.5 3.2 20.1 8 7.3 130951 QSL-B-6-20 20

8 4.6 15 4.2 22.4 10 11 130952 QSL-B-8-20 20

10 6.2 17.5 4.2 26.2 12 17 130953 QSL-B-10-10 10

12 7.7 21 4.2 29.4 14 25 130954 QSL-B-12-10 10

16 10.8 25 4.2 33.1 12 30 132138 QSL-B-16-10 -V- New 10

* Packaging unit quantity

-V- New
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Push-in fittings QS-B, Quick Star
Technical data

Push-in T-fitting QST-B

360° rotatable

Male thread

with external hex

R thread

QST-B-…-16

Dimensions and ordering data

Connection Nominal

size

Tubing O.D. D3 D5

∅

H1 H2 H3 H4 L1 L2 ß Weight/

piece

Part No. Type PU*

D1 [mm] D2 [g]

R thread

Rx 2.1 4 – 10 18.9 8 19.9 – 33.6 – 10 10 130938 QST-B-x-4-20 20x

3.2 6 – 12.5 21.8 8 19.5 – 39.3 – 10 11 130939 QST-B-x-6-20 20

4.6 8 – 14.5 24.2 8 27.5 – 43.8 – 12 17 130940 QST-B-x-8-20 20

4.9 10 – 17.5 26.1 8 30.9 – 50.0 – 12 23 132132 QST-B-x-10-20 -V- New 20

R¼ 2.2 4 – 10 24.4 11 23.4 – 33.6 – 14 16 130941 QST-B-¼-4-20 20¼

3.3 6 – 12.5 26.0 11 26.2 – 39.3 – 14 18 130942 QST-B-¼-6-20 20

4.9 8 – 14.5 27.2 11 28.4 – 43.8 – 14 21 130943 QST-B-¼-8-20 20

5.9 10 – 17.5 28.1 11 30.8 – 50.0 – 14 27 132133 QST-B-¼-10-20 -V- New 20

5.9 12 – 21 29.8 11 34.3 – 58.4 – 14 34 132134 QST-B-¼-12-20 -V- New 20

Ry 3.3 6 – 12.5 26.5 12 26.4 – 39.3 – 17 25 130944 QST-B-y-6-10 10y

4.8 8 – 14.5 27.7 12 28.6 – 43.8 – 17 27 130945 QST-B-y-8-10 10

6.2 10 – 17.5 29.6 12 32.0 – 50.0 – 17 34 130946 QST-B-y-10-10 10

6.7 12 – 21 31.3 12 35.5 – 58.4 – 17 41 132135 QST-B-y-12-10 -V- New 10

10.1 16 4.2 25 47 11 53.2 12 66.2 24 22 95 132136 QST-B-y-16-10 -V- New 10

R½ 6.3 10 – 17.5 32.6 15 33.2 – 50.0 – 21 50 130948 QST-B-½-10-10 10½

7.1 12 – 21 34.3 15 36.6 – 58.4 – 21 57 130949 QST-B-½-12-10 10

11.2 16 4.2 25 51 15 55.4 12 66.2 24 22 99 132137 QST-B-½-16-10 -V- New 10

* Packaging unit quantity

-V- New
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Push-in fittings QS-B, Quick Star
Technical data

Push-in T-connector QST-B

Dimensions and ordering data

Tubing O.D. Nominal size Tubing O.D. D5

∅

D6

∅

H1 H2 L1 L2 Weight/

piece

Part No. Type PU*

D1 [mm] D2 [g]

4 2.6 4 10 3.2 16.9 6.5 33.8 13 7.5 130973 QST-B-4-20 20

6 4 6 13 3.5 20.1 8 40.1 16 11 130974 QST-B-6-20 20

8 5 8 15 3.5 22.2 9 44.4 18 16 130975 QST-B-8-20 20

10 6.7 10 17.5 4.2 25.2 12 50.4 24 25 130976 QST-B-10-10 10

12 8.7 12 21 4.2 28.2 14 56.8 28 36 130977 QST-B-12-10 10

16 10.7 16 25 4.2 33.1 12 66.2 24 43.5 132148 QST-B-16-10 -V- New 10

* Packaging unit quantity

-V- New
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Push-in fittings QS-B, Quick Star
Technical data

Push-in T-fitting QSTL-B

360° rotatable

Male thread

with external hex

R thread

QSTL-B-½-16-10

Dimensions and ordering data

Connection Nominal

size

Tubing O.D. D5

∅

H1 H2 H3 H4 L1 L2 L3 ß Weight/

piece

Part No. Type PU*

D1 [mm] D2 [g]

R thread

Rx 2.2 4 10 36.1 8 32.1 14.9 16.8 – – 10 10 130978 QSTL-B-x-4-20 20x

3.4 6 12.5 40.0 8 36.0 15.5 19.7 – – 10 11 130979 QSTL-B-x-6-20 20

4.7 8 14.5 46.6 8 42.6 20.2 21.9 – – 14 17 130980 QSTL-B-x-8-20 20

R¼ 2.0 4 10 41.6 11 35.6 18.4 16.8 – – 14 16 130981 QSTL-B-¼-4-20 20¼

3.4 6 12.5 46.5 11 40.4 20.0 19.7 – – 14 18 130982 QSTL-B-¼-6-20 20

4.7 8 14.5 49.6 11 43.6 21.2 21.9 – – 14 21 130983 QSTL-B-¼-8-20 20

Ry 3.4 6 12.5 47.0 12 40.6 20.2 19.7 – – 17 24 130984 QSTL-B-y-6-10 10y

4.7 8 14.5 50.1 12 43.8 21.4 21.9 – – 17 27 130985 QSTL-B-y-8-10 10

5.9 10 17.5 55.1 12 48.8 23.3 25.0 – – 17 34 130986 QSTL-B-y-10-10 10

6.5 12 21 61.4 12 55.1 25.0 29.2 – – 17 41 132149 QSTL-B-y-12-10 -V- New 10

R½ 5.9 10 17.5 58.1 15 49.9 24.4 25.2 – – 21 50 130988 QSTL-B-½-10-10 10½

6.8 12 21 64.4 15 56.2 26.1 29.2 – – 21 57 130989 QSTL-B-½-12-10 10

10.9 16 25 84.1 15 76.0 42.9 33.1 24 12 22 99 132150 QSTL-B-½-16-10 -V- New 10

* Packaging unit quantity

-V- New
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Push-in fittings QS-B, Quick Star
Technical data

Push-in Y-fitting QSY-B

360° rotatable

Male thread

with external hex

M thread

R thread

Dimensions and ordering data

Connection Nominal size Tubing O.D. D5

∅

D6

∅

H1 L1 L2 L3 L4 ß Weight/

piece

Part No. Type PU*

D1 [mm] D2 [g]

Metric thread with sealing ring

M5 1.4 4 10 3.4 11 37.6 3 14.1 34.6 10 11 132158 QSY-B-M5-4-20 -V- New 205

1.4 6 12.5 3.4 12 41.4 3 15.8 38.4 12 16 132159 QSY-B-M5-6-20 -V- New 20

R thread

Rx 2.1 4 10 – 10.3 36.1 8 – 32.1 10 10 132014 QSY-B-x-4-20 20x

3.5 6 12.5 – 12.5 42.1 8 – 38.1 12 14 132015 QSY-B-x-6-20 20

4.4 8 14.5 – 14.5 46.0 8 – 42.0 12 17 132016 QSY-B-x-8-20 20

R¼ 2.1 4 10 – 10.3 41.6 11 – 35.6 14 16 132017 QSY-B-¼-4-20 20¼

3.6 6 12.5 – 12.5 44.1 11 – 38.0 14 18 132018 QSY-B-¼-6-20 20

4.9 8 14.5 – 14.5 48.0 11 – 42.0 14 21 132019 QSY-B-¼-8-20 20

5.7 10 17.5 – 17.5 51.2 11 – 45.2 14 28 132160 QSY-B-¼-10-20 -V- New 20

Ry 3.6 6 12.5 – 12.5 44.6 12 – 38.2 17 25 132020 QSY-B-y-6-10 10y

4.9 8 14.5 – 14.5 48.5 12 – 42.2 17 28 132021 QSY-B-y-8-10 10

5.7 10 17.5 – 17.5 51.7 12 – 45.4 17 34 132022 QSY-B-y-10-10 10

6.4 12 21 – 21 56.9 12 – 50.6 17 42 132161 QSY-B-y-12-10 -V- New 10

R½ 5.7 10 17.5 – 17.5 54.7 15 – 46.5 21 50 132024 QSY-B-½-10-10 10½

6.5 12 21 – 21 59.9 15 – 51.7 21 58 132025 QSY-B-½-12-10 10

* Packaging unit quantity

-V- New
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Push-in fittings QS-B, Quick Star
Technical data

Push-in Y-connector QSY-B

2 reducing outlets

Reducing

Dimensions and ordering data

Tubing O.D. Nominal size Tubing O.D. D4

∅

D5

∅

D6

∅

H1 L1 L2 Weight/

piece

Part No. Type PU*

D1 [mm] D2 [g]

4 2.3 4 – 10 3.4 11 32.8 14.1 7.6 130955 QSY-B-4-20 20

6 3.6 6 – 13 3.4 12 37.7 15.8 11 130956 QSY-B-6-20 20

8 4.6 8 – 15 3.4 14 42.4 17.2 16 130957 QSY-B-8-20 20

10 5.9 10 – 18 4.5 18 48.4 19.5 26 130958 QSY-B-10-10 10

12 7 12 – 21.5 4.2 20 54.8 22.2 37 130959 QSY-B-12-10 10

16 8.5 16 – 25 4.5 24 62.2 22.1 45 132139 QSY-B-16-10 -V- New 10

Reducing

6 2.3 4 12.5 13 3.4 12 37.2 15.2 11 130960 QSY-B-6-4-20 20

8 2.1 4 14.5 15 3.4 14 43.4 18.2 17 132140 QSY-B-8-4-20 -V- New 20

3.6 6 14.5 15 3.4 14 42.5 17.3 15 130961 QSY-B-8-6-20 20

10 3.6 6 18 18 4.5 18 50.2 21.3 27 132141 QSY-B-10-6-10 -V- New 10

4.7 8 18 18 4.5 18 48.1 19.2 23 130962 QSY-B-10-8-10 10

12 5.4 8 21 21.5 4.2 20 56.4 23.8 40 132142 QSY-B-12-8-10 -V- New 10

5.9 10 21 21.5 4.2 20 54.6 22 36 130963 QSY-B-12-10-10 10

16 7.8 12 25 25 4.5 24 66.5 26.4 77 132143 QSY-B-16-12-10 -V- New 10

* Packaging unit quantity

-V- New
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Push-in fittings QS-F, Quick Star, metal
Technical data

Push-in fitting QS-F

Male thread

with external hex

M and G thread

Dimensions and ordering data

Connection Nominal size Tubing O.D. D5

∅

L1 L2 ß1 ß2 Weight/piece Part No. Type PU*

D1 [mm] D2 [g]

Metric thread

M5 2.6 4 8 20.5 4 9 2.5 6.1 533844 QS-F-M5-4 105

2.6 6 8 23 4 11 2.5 9.3 533845 QS-F-M5-6 10

M7 2.6 4 10.2 22 5.5 9 2.5 6.9 533846 QS-F-M7-4 107

3.6 6 11 25.3 5.5 11 3.5 10.3 533847 QS-F-M7-6 10

G thread with sealing ring

Gx 2.6 4 13.5 19.5 5.5 9 2.5 8.9 193408 QS-F-Gx-4 10x

4.2 6 13.5 24.8 5.5 11 4 12 193409 QS-F-Gx-6 10

5.2 8 12.8 26.5 5.5 13 5 14 193410 QS-F-Gx-8 10

G¼ 4.2 6 17 22.8 6.5 11 4 16 193411 QS-F-G¼-6 10¼

6.2 8 17 24 6.5 13 6 16 193412 QS-F-G¼-8 10

7.3 10 16 28.9 6.5 16 7 23.7 193413 QS-F-G¼-10 10

7.3 12 16 31.9 6.5 19 7 32 533848 QS-F-G¼-12 10

Gy 6.2 8 20 24 7.5 13 6 23.3 193414 QS-F-Gy-8 10y

8.3 10 21 29.4 7.5 16 8 30 193415 QS-F-Gy-10 10

10.3 12 22 31.9 7.5 19 10 38.1 197487 QS-F-Gy-12 10

G½ 8.3 10 24 28.9 9 16 8 42 193416 QS-F-G½-10 1½

10.3 12 24 31.4 9 19 10 46 193417 QS-F-G½-12 1

* Packaging unit quantity
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Push-in fittings QS-F, Quick Star, metal
Technical data

Push-in fitting QS-F-...-I

Male thread

with internal hex

M and G thread

Dimensions and ordering data

Connection Nominal size Tubing O.D. D5

∅

D6

∅

L1 L2 ß Weight/

piece

Part No. Type PU*

D1 [mm] D2 [g]

Metric thread with sealing ring

M5 2.6 4 8 9 20.5 4 2.5 6 533924 QS-F-M5-4-I 105

2.6 6 8 11 23.5 4 2.5 9 537014 QS-F-M5-6-I 10

M7 2.6 4 11 9 22 5.5 2.5 6.4 533925 QS-F-M7-4-I 107

4.1 6 11 11 25.3 5.5 3.5 9.4 533926 QS-F-M7-6-I 10

G thread

Gx 2.6 4 13 9 19.5 5.5 2.5 8.6 533927 QS-F-Gx-4-I 10x

4.2 6 13 11 24.8 5.5 4 13.4 533928 QS-F-Gx-6-I 10

5.2 8 13 13 26.5 5.5 5 13.1 533929 QS-F-Gx-8-I 10

G¼ 6.2 8 16 13 24 6.5 6 14.6 533930 QS-F-G¼-8-I 10¼

7.3 10 16 16 28.9 6.5 7 21 533931 QS-F-G¼-10-I 10

Gy 10.3 12 22 19 31.9 7.5 10 34.3 533932 QS-F-Gy-12-I 10

* Packaging unit quantity

Push-in fitting QSF-F

Female thread

with external hex

G thread

Dimensions and ordering data

Connection Nominal size Tubing O.D. D5

∅

L1 L2 ß Weight/piece Part No. Type PU*

D1 [mm] D2 [g]

G thread

Gx 3 4 12 26.5 6.8 9 12.3 533854 QSF-F-Gx-4 10x

5 6 12 28.3 6.8 11 12.2 533856 QSF-F-Gx-6 10

7 8 12 28.5 6.8 13 13.9 533858 QSF-F-Gx-8 10

G¼ 3 4 17 29.5 9 9 24.9 533855 QSF-F-G¼-4 10¼

5 6 17 31.3 9 11 21.4 533857 QSF-F-G¼-6 10

7 8 17 32.5 9 13 23.2 533859 QSF-F-G¼-8 10

* Packaging unit quantity
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Push-in fittings QS-F, Quick Star, metal
Technical data

Push-in bulkhead connector QSSF-F

with female thread

G thread

Dimensions and ordering data

Connection Nominal size Tubing O.D. D5

∅

L1 L2 L3 max. ß1 ß2 Weight/

piece

Part No. Type PU*

D1 [mm] D2 [g]

G thread

Gx 3 4 M10x1 25.5 6.8 6.6 13 15 19.7 533919 QSSF-F-Gx-4 10x

5 6 M14x1 26.8 6.8 6.6 17 15 27.8 533920 QSSF-F-Gx-6 10

7 8 M16x1 29 6.8 6.6 19 17 38.4 533922 QSSF-F-Gx-8 10

G¼ 5 6 M14x1 31.3 9 6.6 17 17 38.3 533921 QSSF-F-G¼-6 10¼

7 8 M16x1 33.5 9 6.6 19 17 39.6 533923 QSSF-F-G¼-8 10

* Packaging unit quantity
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Push-in fittings QS-F, Quick Star, metal
Technical data

Push-in fitting QS-F-…H

with push-in sleeve

Dimensions and ordering data

Connection Nominal size Push-in

sleeve∅

D5

∅

L1 L2 ß Weight/

piece

Part No. Type PU*

D1 [mm] D2 [g]

M thread

M5 2 4 8 24.7 4 8 3.1 533874 QS-F-M5-4H 105

2.6 6 8 27.5 4 8 5.8 533875 QS-F-M5-6H 10

M7 2 4 11 26.2 5.5 9 4.1 533876 QS-F-M7-4H 107

3.5 6 11 29 5.5 9 5.9 533877 QS-F-M7-6H 10

G thread

Gx 2 4 13 27.7 5.5 9 8.3 533878 QS-F-Gx-4H 10x

4 6 13 30.5 5.5 13 10.1 533879 QS-F-Gx-6H 10

6 8 13 32 5.5 13 10.3 533880 QS-F-Gx-8H 10

G¼ 4 6 16 32 6.5 13 12.2 533881 QS-F-G¼-6H 10¼

6 8 16 33.5 6.5 13 13.4 533882 QS-F-G¼-8H 10

8 10 16 36.5 6.5 13 20.7 533883 QS-F-G¼-10H 10

8 12 16 37.5 6.5 13 20.7 533884 QS-F-G¼-12H 10

Gy 6 8 20 35.5 7.5 13 20.6 533885 QS-F-Gy-8H 10y

8 10 20 39.5 7.5 13 23.5 533886 QS-F-Gy-10H 10

10 12 20 40.5 7.5 13 23.6 533887 QS-F-Gy-12H 10

G½ 8 10 24 41 9 16 30.9 533888 QS-F-G½-10H 10½

10 12 24 42 9 16 31.6 533889 QS-F-G½-12H 1

* Packaging unit quantity
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Push-in fittings QS-F, Quick Star, metal
Technical data

Push-in connector QS-F

Reducing

Dimensions and ordering data

Tubing O.D. Nominal size Tubing O.D. D5

∅

D6

∅

L1 Weight/piece Part No. Type PU*

D1 [mm] D2 [g]

4 3 – 11 – 32 14.3 533939 QS-F-4 10

6 5 – 14 – 36.1 22.5 533940 QS-F-6 10

8 7 – 16 – 38 29.4 533941 QS-F-8 10

10 9 – 18 – 42.3 41.7 533942 QS-F-10 10

12 11 – 22 – 45.8 67.9 533943 QS-F-12 10

Reducing

6 3 4 13 11 34.8 16.8 564889 QS-F-6-4 -V- New 1

8 5 6 15 13 37.8 23.5 564890 QS-F-8-6 -V- New 1

12 7 8 21 15 43.6 48.5 564891 QS-F-12-8 -V- New 1

* Packaging unit quantity

-V- New
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Push-in fittings QS-F, Quick Star, metal
Technical data

Push-in connector QS-F-…H

with push-in sleeve

Dimensions and ordering data

Tubing O.D. Nominal size Push-in sleeve∅ D5

∅

L1 Weight/piece Part No. Type PU*

D1 [mm] D2 [g]

4 3 6 9 32.5 7.3 533895 QS-F-6H-4 10

4 3 8 9 34 11.2 533896 QS-F-8H-4 10

6 5 8 11 36.3 10.8 533897 QS-F-8H-6 10

4 3 10 13 39 23.5 533898 QS-F-10H-4 10

6 5 10 11 39.3 17.5 533899 QS-F-10H-6 10

8 7 10 13 39 14.2 533900 QS-F-10H-8 10

6 5 12 13 40.3 27.8 533901 QS-F-12H-6 10

8 7 12 13 39.5 21.4 533902 QS-F-12H-8 10

10 9 12 16 41.4 20.8 533903 QS-F-12H-10 10

* Packaging unit quantity
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Push-in fittings QS-F, Quick Star, metal
Technical data

Push-in sleeve QSH-F

Reducing

Dimensions and ordering data

Push-in

sleeve∅

Nominal size Push-in

sleeve∅

L1 L2 Weight/piece Part No. Type PU*

D1 [mm] D2 [g]

4 2 – 33.4 – 2.8 533890 QSH-F-4 10

6 4 – 39 – 4.8 533891 QSH-F-6 10

8 6 – 42 – 8.6 533892 QSH-F-8 10

10 8 – 48 – 10.9 533893 QSH-F-10 10

12 10 – 50 – 14.1 533894 QSH-F-12 10

Reducing

6 2 4 41.0 19.5 4.4 564892 QSH-F-6-4 -V- New 1

8 4 6 44.5 21.5 7.2 564893 QSH-F-8-6 -V- New 1

12 6 8 50.0 23.0 12.6 564894 QSH-F-12-8 -V- New 1

* Packaging unit quantity

-V- New
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Push-in fittings QS-F, Quick Star, metal
Technical data

Blanking plug QSC-F-…H

Dimensions and ordering data

Push-in

sleeve∅

D5

∅

L1 Weight/piece Part No. Type PU*

D1 [g]

4 5 26 3.1 533904 QSC-F-4H 10

6 7 29 4.6 533905 QSC-F-6H 10

8 9 31.5 7.6 533906 QSC-F-8H 10

10 11 35 10.8 533907 QSC-F-10H 10

12 13 37 14.7 533908 QSC-F-12H 10

* Packaging unit quantity

Locking screw QSC-F-…I

Dimensions and ordering data

Connection D5

∅

L1 L2 ß Weight/piece Part No. Type PU*

D1 [g]

M thread with sealing ring

M5 8.0 6.5 4.0 2.5 1.0 556855 QSC-F-M5-I -V- New 10

M7 10.2 8.5 5.5 3.5 2.0 556856 QSC-F-M7-I -V- New 10

G thread with sealing ring

Gx 14.0 8.5 5.5 4.0 4.9 556857 QSC-F-Gx-I -V- New 10

G¼ 17.0 9 6.5 6.0 8.8 556858 QSC-F-G¼-I -V- New 10

Gy 20.0 10.5 7.5 8.0 15.0 556859 QSC-F-Gy-I -V- New 10

G½ 24.0 12.0 9.0 10.0 25.7 556860 QSC-F-G½-I -V- New 10

* Packaging unit quantity
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Push-in fittings QS-F, Quick Star, metal
Technical data

Push-in L-fitting QSL-F

360° rotatable

Male thread

with external hex

M and G thread

Dimensions and ordering data

Connection Nominal size Tubing O.D. D5

∅

D6

∅

H1 H2 L1 ß Weight/

piece

Part No. Type PU*

D1 [mm] D2 [g]

M thread with sealing ring

M5 3 4 8 9 19.7 4 18.2 8 10.7 533849 QSL-F-M5-4 105

5 6 8 11 19.7 4 20.6 8 14.7 533850 QSL-F-M5-6 10

M7 3 4 10.2 9 21.7 5.5 18.2 9 11.3 533851 QSL-F-M7-4 107

5 6 10.2 11 21.7 5.5 20.6 9 15.6 533852 QSL-F-M7-6 10

G thread with sealing ring

Gx 3 4 12.8 11 18.2 5.5 17.7 13 17.6 193418 QSL-F-Gx-4 10x

5 6 12.8 11 18.2 5.5 19.8 13 16 193419 QSL-F-Gx-6 10

7 8 12.8 13 20.2 5.5 23 13 20 193420 QSL-F-Gx-8 10

G¼ 5 6 15.8 11 21 6.5 22.1 16 24.5 193421 QSL-F-G¼-6 10¼

7 8 15.8 13 21 6.5 23 16 24 193422 QSL-F-G¼-8 10

9 10 15.8 16 23 6.5 26.4 16 34.6 193423 QSL-F-G¼-10 10

10 12 15.8 19 23 6.5 28.9 16 49 533853 QSL-F-G¼-12 10

Gy 7 8 20 13 24 7.5 24.5 18 34.2 193424 QSL-F-Gy-8 10y

9 10 20 16 24 7.5 26.4 18 36.6 193425 QSL-F-Gy-10 10

10 12 20 19 24 7.5 28.9 18 51.1 197486 QSL-F-Gy-12 10

G½ 9 10 25 17 29 9 27.9 21 66 193426 QSL-F-G½-10 1½

10 12 25 19 29 9 28.9 21 70 193427 QSL-F-G½-12 1

* Packaging unit quantity
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Push-in fittings QS-F, Quick Star, metal
Technical data

Push-in L-fitting (long) QSLL-F

Male thread

with external hex

Dimensions and ordering data

Connection Nominal size Tubing O.D. D5

∅

D6

∅

D7 H1 H2 L1 ß Weight/

piece

Part No. Type PU*

D1 [mm] D2 [g]

Gx 3 4 12.8 11 9 35.7 5.5 17.2 13 33.2 556843 QSLL-F-Gx-4 -V- New 10x

3.8 6 12.8 11 – 35.7 5.5 20.8 13 34.3 556844 QSLL-F-Gx-6 -V- New 10

3.8 8 12.8 13 – 38.0 5.5 23.0 13 39 556845 QSLL-F-Gx-8 -V- New 10

G¼ 5 6 15.8 11 – 42.7 6.5 22.2 16 51.4 556846 QSLL-F-G¼-6 -V- New 10¼

6 8 15.8 13 – 43.9 6.5 23.0 16 51.7 556847 QSLL-F-G¼-8 -V- New 10

6 10 15.8 16 – 46.7 6.5 26.4 16 58.7 556848 QSLL-F-G¼-10 -V- New 10

6 12 15.8 19 – 47.7 6.5 28.9 16 75.9 556849 QSLL-F-G¼-12 -V- New 10

Gy 7 8 20.0 13 – 47.8 7.5 24.5 18 66.1 556850 QSLL-F-Gy-8 -V- New 10y

8.8 10 20.0 16 – 47.8 7.5 25.9 18 70.5 556851 QSLL-F-Gy-10 -V- New 10

8.8 12 20.0 19 – 49.3 7.5 28.9 18 82.7 556852 QSLL-F-Gy-12 -V- New 10

G½ 9 10 25.0 17 16 51.9 9.0 27.9 21 102.3 556853 QSLL-F-G½-10 -V- New 1½

10 12 25.0 19 – 51.9 9.0 28.9 21 106.2 556854 QSLL-F-G½-12 -V- New 1

* Packaging unit quantity

Push-in L-connector QSL-F

Dimensions and ordering data

Tubing O.D.

D1

Nominal size D5

∅

L1 Weight/piece Part No. Type PU*

[mm] [g]

4 3 9 17.3 9 533860 QSL-F-4 10

6 5 11 20.6 15.1 533861 QSL-F-6 10

8 7 13 23 19.1 533862 QSL-F-8 10

10 9 16 26.4 29.6 533863 QSL-F-10 10

12 10 19 28.9 50.7 533864 QSL-F-12 10

* Packaging unit quantity
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Push-in fittings QS-F, Quick Star, metal
Technical data

Push-in bulkhead connector QSS-F

Dimensions and ordering data

Tubing O.D. Nominal size D5

∅

L1 L2 ß Weight/piece Part No. Type PU*

D1 [mm] [g]

4 3 M11x1 32 8 14 18.3 533909 QSS-F-4 10

6 5 M14x1 36.1 8 17 29.9 533910 QSS-F-6 10

8 7 M16x1 38 10 18 34.6 533911 QSS-F-8 10

10 9 M18x1 42.3 12 21 50.5 533912 QSS-F-10 10

12 10 M22x1 45.8 17 26 88.2 533913 QSS-F-12 10

* Packaging unit quantity
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Push-in fittings QS-F, Quick Star, metal
Technical data

Push-in T-fitting QST-F

360° rotatable

Male thread

with external hex

M and G thread

Dimensions and ordering data

Connection Nominal size Tubing O.D. D5

∅

D6

∅

H1 H2 L1 ß Weight/

pieces

Part No. Type PU*

D1 [mm] D2 [g]

M thread

M5 3 4 8 9 19.7 4 34.6 8 14.6 533914 QST-F-M5-4 105

5 6 8 11 19.7 4 41.2 8 20.9 533915 QST-F-M5-6 10

M7 3 4 10.2 9 21.7 5.5 34.6 9 15.9 533916 QST-F-M7-4 107

5 6 10.2 11 21.7 5.5 41.2 9 22.2 533917 QST-F-M7-6 10

G thread with sealing ring

Gx 3 4 12.8 11 18.2 5.5 34.6 13 22 193428 QST-F-Gx-4 10x

5 6 12.8 11 18.2 5.5 39.6 13 22 193429 QST-F-Gx-6 10

7 8 12.8 13 20.2 5.5 46 13 28 193430 QST-F-Gx-8 10

G¼ 5 6 15.8 11 21 6.5 44.2 16 32 193431 QST-F-G¼-6 10¼

7 8 15.8 13 21 6.5 46 16 33.6 193432 QST-F-G¼-8 10

9 10 15.8 16 23 6.5 52.8 16 47.5 193433 QST-F-G¼-10 10

10 12 15.8 19 23 6.5 57.8 16 64.2 533918 QST-F-G¼-12 10

Gy 7 8 20 13 24 7.5 49 18 44 193434 QST-F-Gy-8 10y

9 10 20 16 24 7.5 52.8 18 51 193435 QST-F-Gy-10 10

10 12 20 19 24 7.5 57.8 18 68 197485 QST-F-Gy-12 10

G½ 9 10 25 17 29 9 55.8 21 84 193436 QST-F-G½-10 1½

10 12 25 19 29 9 57.8 21 90 193437 QST-F-G½-12 1

* Packaging unit quantity
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Push-in fittings QS-F, Quick Star, metal
Technical data

Push-in T-connector QST-F

Dimensions and ordering data

Tubing O.D. Nominal size Tubing O.D. D5

∅

D6

∅

H1 L1 Weight/

pieces

Part No. Type PU*

D1 [mm] D2 [g]

4 3 4 9 9 17.3 34.6 13.1 533865 QST-F-4 10

6 5 6 11 11 20.6 41.2 21.3 533866 QST-F-6 10

8 7 8 13 13 23 46 26.9 533867 QST-F-8 10

10 9 10 16 16 26.4 52.8 43.2 533868 QST-F-10 10

12 10 12 19 19 28.9 57.8 66.1 533869 QST-F-12 10

Reducing

6 5 4 11 11 20.6 41.2 22.3 533870 QST-F-6-4 10

8 7 6 11 13 23 46 26.5 533871 QST-F-8-6 10

10 9 8 13 16 26.4 52.8 41 533872 QST-F-10-8 10

12 10 10 16 19 28.9 57.8 64.3 533873 QST-F-12-10 10

* Packaging unit quantity

Push-in Y-connector QSY-F

Dimensions and ordering data

Tubing O.D. Nominal size Tubing O.D. D5

∅

D6

∅

H1 L1 Weight/

pieces

Part No. Type PU*

D1 [mm] D2 [g]

6 5 6 11 11 11.5 43.1 26.2 533933 QSY-F-6 10

8 7 8 13 13 13.5 46.5 27.6 533935 QSY-F-8 10

10 9 10 16 16 16.5 49.3 58.8 533937 QSY-F-10 10

Reducing

6 3 4 11 9 9.5 38.8 17.8 533934 QSY-F-6-4 10

8 5 6 13 11 11.5 44.8 28.1 533936 QSY-F-8-6 10

10 7 8 16 13 13.5 46.5 39 533938 QSY-F-10-8 10

* Packaging unit quantity
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Push-in fittings CRQS, Quick Star, stainless steel
Technical data

Push-in fitting CRQS

Male thread

with internal and external hex

M thread

R thread

Dimensions and ordering data

Connection Nominal size Tubing O.D. D5

∅

L1 L2 L3 ß Weight/pieces Part No. Type PU*

D1 [mm] D2 [g]

Metric thread with sealing ring

M5x0.8 2 4 9.8 24.2 3 – 10 6 162860 CRQS-M5-4 15

2 6 11.8 25.6 3 – 12 8.4 162861 CRQS-M5-6 1

R thread

Rx 2.5 4 9.8 27.2 8 23.3 10 8.7 132643 CRQS-x-4 -V- New 1x

4.1 6 11.8 27.6 8 23.7 12 9.9 162862 CRQS-x-6 1

5.1 8 13.8 30.7 8 26.8 14 13 162863 CRQS-x-8 1

R¼ 4.2 6 11.8 31.6 11 25.6 14 18 132644 CRQS-¼-6 -V- New 1¼

5.8 8 13.8 33.7 11 27.7 14 18 162864 CRQS-¼-8 1

5.9 10 16.8 36 11 29.9 17 22 162865 CRQS-¼-10 1

Ry 6 10 16.8 38 12 31.6 17 29 162866 CRQS-y-10 1y

7.6 12 19.8 39.8 12 33.4 21 38 162867 CRQS-y-12 1

R½ 8.1 12 19.8 42.8 15 34.6 22 55 162868 CRQS-½-12 1½

10.1 16 23.7 49.9 15 41.6 24 59 162869 CRQS-½-16 1

* Packaging unit quantity
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Push-in fittings CRQS, Quick Star, stainless steel
Technical data

Push-in fitting CRQS-…-I

Male thread

with internal hex

M thread

R thread

Dimensions and ordering data

Connection Nominal size Tubing O.D. D5

∅

L1 L2 L3 ß Weight/pieces Part No. Type PU*

D1 [mm] D2 [g]

Metric thread with sealing ring

M5 2 4 10 22.7 3 – 2 5 132328 CRQS-M5-4-I 15

2 6 12 25.1 3 – 2 7.7 132329 CRQS-M5-6-I 1

R thread

Rx 4.1 6 12 26.1 8 22.2 4 8.4 132330 CRQS-x-6-I 1x

5.1 8 14 30.2 8 26.3 5 12 132331 CRQS-x-8-I 1

R¼ 5.8 8 14 31.2 11 25.2 6 15 132332 CRQS-¼-8-I 1¼

5.9 10 17 36.0 11 29.9 6 21 132333 CRQS-¼-10-I 1

Ry 6 10 17 34.0 12 27.6 6 24 132334 CRQS-y-10-I 1y

7.6 12 20 36.3 12 29.9 8 28 132335 CRQS-y-12-I 1

R½ 8.1 12 22 39.3 15 31.1 8 45 132336 CRQS-½-12-I 1½

10.1 16 24 46.7 15 38.6 12 47 132337 CRQS-½-16-I 1

* Packaging unit quantity

-V- New
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Push-in fittings CRQS, Quick Star, stainless steel
Technical data

Push-in connector CRQS

Dimensions and ordering data

Tubing O.D. Nominal size Tubing O.D. D5

-∅

L1 Weight/pieces Part No. Type PU*

D1 [mm] D2 [g]

4 2.4 4 9.8 37.4 9.2 130645 CRQS-4 - 1

6 3.7 6 11.8 40.3 14 130646 CRQS-6 1

8 5.8 8 13.8 44.5 18 130647 CRQS-8 1

10 6.6 10 16.8 51.9 29 130648 CRQS-10 1

12 7.9 12 19.8 55.6 45 130649 CRQS-12 1

16 10.5 16 23.7 66.4 64 130650 CRQS-16 1

Reducing

6 2.3 4 11.8 38.7 11 130651 CRQS-6-4 1

8 3.7 6 13.8 42.2 15 130652 CRQS-8-6 1

10 5.4 8 16.8 48.2 22 130653 CRQS-10-8 1

12 8.1 10 19.8 53.8 34 130654 CRQS-12-10 1

16 7.3 12 23.7 61 50 130655 CRQS-16-12 1

* Packaging unit quantity

Push-in bulkhead connector CRQSS

M thread

Dimensions and ordering data

Tubing O.D. Nominal size Tubing O.D. B1 D5

∅

D6

∅

L1 L2 L3 ß Weight/

pieces

Part No. Type PU*

D1 [mm] D2 [g]

Metric thread with sealing ring

4 2.4 4 4 9.8 M12x1 45.4 15.2 13 14 19 164210 CRQSS-4 1

6 3.7 6 4 11.8 M14x1 46.3 15.6 15 17 28 164211 CRQSS-6 1

8 5.7 8 4 13.8 M16x1 50.5 17.7 15 19 35 164213 CRQSS-8 1

10 6.7 10 5 16.8 M20x1 56.9 20 17 24 60 164215 CRQSS-10 1

12 7.9 12 6 19.8 M22x1 62.6 21.8 19 27 87 164217 CRQSS-12 1

16 10.4 16 6 23.7 M27x1.5 72.4 26.7 19 32 118 164219 CRQSS-16 1

* Packaging unit quantity
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Push-in fittings CRQS, Quick Star, stainless steel
Technical data

Push-in L-fitting CRQSL

360° rotatable

Male thread

with external hex

M thread

R thread

Dimensions and ordering data

Connection Nominal size Tubing O.D. D5

∅

H1 H2 H3 L1 ß Weight/

pieces

Part No. Type PU*

D1 [mm] D2 [g]

Metric thread with sealing ring

M5x0.8 2 4 9.8 17 3 18.9 22.2 10 13 162870 CRQSL-M5-4 15

2 6 11.8 19 3 21.9 23.6 12 19 162871 CRQSL-M5-6 1

R thread

Rx 2.2 4 9.8 19 8 19.9 22.2 10 15 132598 CRQSL-x-4 -V- New 1x

3.9 6 11.8 20.5 8 22.4 23.6 12 20 162872 CRQSL-x-6 1

5.2 8 13.8 23 8 25.9 26.2 14 27 162873 CRQSL-x-8 1

R¼ 3.6 6 11.8 23 11 22.9 23.6 14 27 132599 CRQSL-¼-6 -V- New 1¼

5.1 8 13.8 25 11 25.9 26.2 14 31 162874 CRQSL-¼-8 1

6 10 16.8 28.5 11 30.9 30.5 17 46 162875 CRQSL-¼-10 1

Ry 6 10 16.8 28.5 12 30.6 30.5 17 52 162876 CRQSL-y-10 1y

8.1 12 19.8 30 12 33.6 33.3 21 69 162877 CRQSL-y-12 1

R½ 7.9 12 19.8 34 15 35.7 33.3 22 89 162878 CRQSL-½-12 1½

9.4 16 23.7 36 15 39.7 40.7 24 105 162879 CRQSL-½-16 1

* Packaging unit quantity
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Push-in fittings CRQS, Quick Star, stainless steel
Technical data

Push-in L-connector CRQSL

Dimensions and ordering data

Tubing O.D. Nominal size D5

∅

D6

∅

H1 H2 Weight/piece Part No. Type PU*

D1 [mm] [g]

4 2.1 9.8 3.2 24.2 4 13 130662 CRQSL-4 1

6 3.5 11.8 3.2 26.6 5 20 130663 CRQSL-6 1

8 5.1 13.8 3.2 29.7 6 27 130664 CRQSL-8 1

10 6.1 16.8 4.2 35 7 43 130665 CRQSL-10 1

12 7.8 19.8 4.2 37.8 8 62 130666 CRQSL-12 1

16 9.4 23.7 4.2 45.2 9,5 91 130667 CRQSL-16 1

* Packaging unit quantity
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Push-in fittings CRQS, Quick Star, stainless steel
Technical data

Push-in T-fitting CRQST

360° rotatable

Male thread

with external hex

M thread

R thread

Dimensions and ordering data

Connection Nominal size Tubing O.D. D5

-∅

H1 H2 H3 L1 ß Weight/piece Part No. Type PU*

D1 [mm] D2 [g]

Metric thread with sealing ring

M5x0.8 2 4 9.8 18.9 3 17 44.4 10 17 164200 CRQST-M5-4 15

2 6 11.8 21.9 3 19 47.3 12 25 164201 CRQST-M5-6 1

R thread

Rx 3.7 6 11.8 22.4 8 20.5 47.3 12 26 164202 CRQST-x-6 1x

5 8 13.8 25.9 8 23 52.5 14 34 164203 CRQST-x-8 1

R¼ 5 8 13.8 25.9 11 25 52.5 14 38 164204 CRQST-¼-8 1¼

5.9 10 16.8 30.9 11 28.5 61 17 56 164205 CRQST-¼-10 1

Ry 5.9 10 16.8 30.6 12 28.5 61 17 62 164206 CRQST-y-10 1y

8.1 12 19.8 33.6 12 30 66.6 21 85 164207 CRQST-y-12 1

R½ 8.1 12 19.8 35.7 15 34 66.6 22 106 164208 CRQST-½-12 1½

9.5 16 23.7 39.7 15 36 81.4 24 128 164209 CRQST-½-16 1

* Packaging unit quantity



2010/03 – Subject to change 107� Internet: www.festo.com/catalogue/...

Push-in fittings CRQS, Quick Star, stainless steel
Technical data

Push-in T-connector CRQST

Dimensions and ordering data

Tubing O.D. Nominal size D5

∅

D6

∅

H1 H2 L1 L2 Weight/

piece

Part No. Type PU*

D1 [mm] [g]

4 2.1 9.8 3.2 24.2 4 48.4 8 19 130668 CRQST-4 1

6 3.5 11.8 3.2 26.7 5 53.3 10 28 130669 CRQST-6 1

8 5 13.8 3.2 29.8 6 59.5 12 38 130670 CRQST-8 1

10 6.1 16.8 4.2 35 7 69.9 14 60 130671 CRQST-10 1

12 8 19.8 4.2 37.8 8 75.6 16 87 130672 CRQST-12 1

16 9.7 23.7 4.2 45.2 9.5 90.4 19 126 130673 CRQST-16 1

* Packaging unit quantity

Push-in Y-connector CRQSY

Dimensions and ordering data

Tubing O.D. Nominal size D5

∅

D6

∅

H1 L1 Weight/piece Part No. Type PU*

D1 [mm] [g]

4 2 9.8 3.2 11 40.8 15 130656 CRQSY-4 1

6 3.3 11.8 3.2 13 44.3 24 130657 CRQSY-6 1

8 4.9 13.8 3.2 15 51 34 130658 CRQSY-8 1

10 5.6 16.8 4.3 18 58.5 52 130659 CRQSY-10 1

12 7 19.8 4.3 21 64.6 79 130660 CRQSY-12 1

16 8.2 23.7 4.3 25 78.4 121 130661 CRQSY-16 1

* Packaging unit quantity
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Push-in fittings QS-V0, Quick Star, flame-retardant
Technical data

Push-in fitting QS-V0

Male thread

with external hex

R thread

G thread

Dimensions and ordering data

Connection Nominal size Tubing O.D. D5

∅

L1 L2 L3 ß Weight/

piece

Part No. Type PU*

D1 [mm] D2 [g]

R thread

Rx 2.6 4 12 26.1 8 22.1 10 8.7 132888 QS-V0-x-4 -V- New 10x

4 6 14 28 8 24 12 10 160500 QS-V0-x-6 10

5 8 16 33.5 8 29.5 14 16.5 160501 QS-V0-x-8 10

R¼ 4 6 14 30 11 24 14 18 160502 QS-V0-¼-6 10¼

5 8 16 32 11 26 14 16.5 160503 QS-V0-¼-8 10

6.7 10 19 35.5 11 29.5 17 21.5 160504 QS-V0-¼-10 10

6.7 12 22 40.9 11 34.9 21 45 160505 QS-V0-¼-12 10

Ry 5 8 16 29.5 12 23 17 25 160506 QS-V0-y-8 10y

6.7 10 19 35 12 28.5 17 27.5 160507 QS-V0-y-10 1

8.7 12 22 36.9 12 30.6 21 37 160508 QS-V0-y-12 1

R½ 6.7 10 19 36 15 28 21 50.5 160509 QS-V0-½-10 1½

8.7 12 22 38.9 15 30.7 21 51 160510 QS-V0-½-12 1

G thread with sealing ring

Gx 4 6 14 26.6 5.1 – 13 9.8 186314 QS-V0-Gx-6 10x

5 8 16 31.9 5.1 – 14 15 186315 QS-V0-Gx-8 10

G¼ 4 6 14 27.1 5.6 – 17 19 186316 QS-V0-G¼-6 10¼

5 8 16 27.9 5.6 – 17 17 186317 QS-V0-G¼-8 10

6.7 10 19 34.9 5.6 – 17 23 186318 QS-V0-G¼-10 10

6.7 12 22 39.9 5.6 – 21 52 186319 QS-V0-G¼-12 10

Gy 5 8 16 27.6 6.6 – 19 25 186320 QS-V0-Gy-8 10y

6.7 10 19 31.4 6.6 – 19 26 186321 QS-V0-Gy-10 10

8.7 12 22 37.3 6.6 – 21 39 186322 QS-V0-Gy-12 10

G½ 6.7 10 19 32 7.6 – 24 53 186323 QS-V0-G½-10 1½

8.7 12 22 33.8 7.6 – 24 48 186324 QS-V0-G½-12 1

* Packaging unit quantity

-V- New
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Push-in fittings QS-V0, Quick Star, flame-retardant
Technical data

Push-in connector QS-V0

Dimensions and ordering data

Tubing O.D. Nominal size D5 L1 Weight/piece Part No. Type PU*

D1 [mm] [g]

4 2.6 12 41 6 132890 QS-V0-4 -V- New 10

6 4 14 45.1 7.9 160546 QS-V0-6 10

8 5 16 48.2 11 160547 QS-V0-8 10

10 6.7 19 53.8 18 160548 QS-V0-10 10

12 8.7 22.2 57.8 26 160549 QS-V0-12 10

* Packaging unit quantity

-V- New
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Push-in fittings QS-V0, Quick Star, flame-retardant
Technical data

Push-in L-fitting QSL-V0

Male thread

with external hex

R thread

G thread

Dimensions and ordering data

Connection Nominal size Tubing O.D. D5

∅

H1 H2 H3 L1 ß Weight

/piece

Part No. Type PU*

D1 [mm] D2 [g]

R thread

Rx 2.3 4 12 23.3 8 19.3 23.1 10 12 132891 QSL-V0-x-4 -V- New 10x

3.6 6 14 25 8 21.1 24.9 12 15 160511 QSL-V0-x-6 10

4.6 8 16 28 8 24.1 27.9 14 19 160512 QSL-V0-x-8 10

R¼ 3.6 6 14 28 11 22 24.9 14 23 160513 QSL-V0-¼-6 10¼

4.6 8 16 31 11 25 27.9 14 25 160514 QSL-V0-¼-8 10

6.2 10 19 36 11 30 31.4 17 36 160515 QSL-V0-¼-10 10

6.2 12 22.2 38 11 32 34.4 21 54 160516 QSL-V0-¼-12 1

Ry 4.6 8 16 32.8 12 26.5 27.9 17 38 160517 QSL-V0-y-8 10y

6.2 10 19 37 12 30.7 31.4 17 45 160518 QSL-V0-y-10 10

7.7 12 22.2 39 12 32.7 34.4 21 54 160519 QSL-V0-y-12 1

R½ 6.2 10 19 40 15 31.9 31.4 21 47 160520 QSL-V0-½-10 1½

7.7 12 22.2 42 15 33.9 34.4 21 70 160521 QSL-V0-½-12 1

G thread with sealing ring

Gx 3.6 6 14 24 5.1 – 24.9 13 15 186325 QSL-V0-Gx-6 10x

4.6 8 16 27 5.1 – 27.9 14 19 186326 QSL-V0-Gx-8 10

G¼ 3.6 6 14 25.5 5.6 – 24.9 17 25 186327 QSL-V0-G¼-6 10¼

4.6 8 16 28.5 5.6 – 27.9 17 27 186328 QSL-V0-G¼-8 10

6.2 10 19 32.5 5.6 – 31.4 17 33 186329 QSL-V0-G¼-10 10

6.2 12 22.2 34.5 5.6 – 34.4 21 53 186330 QSL-V0-G¼-12 1

Gy 4.6 8 16 30 6.6 – 27.9 19 40 186331 QSL-V0-Gy-8 10y

6.2 10 19 34 6.6 – 31.4 19 43 186332 QSL-V0-Gy-10 10

7.7 12 22.2 36 6.6 – 34.4 21 47 186333 QSL-V0-Gy-12 1

G½ 8.2 10 19 37 7.6 – 31.4 24 69 186334 QSL-V0-G½-10 1½

7.7 12 22.2 39 7.6 – 34.4 24 72 186335 QSL-V0-G½-12 1

* Packaging unit quantity

-V- New
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Push-in fittings QS-V0, Quick Star, flame-retardant
Technical data

Push-in L-connector QSL-V0

Dimensions and ordering data

Tubing O.D. Nominal size D5

∅

D6

∅

H1 H2 Weight/piece Part No. Type PU*

D1 [mm] [g]

4 2.3 12 3.2 22 6.5 6.4 132893 QSL-V0-4 -V- New 10

6 3.6 14 3.2 25.2 8 8.7 160540 QSL-V0-6 10

8 4.6 16 4.2 27.6 10 13 160541 QSL-V0-8 10

10 6.2 19 4.2 31.4 12 20 160542 QSL-V0-10 10

12 7.7 22.2 4.2 34.4 14 29 160543 QSL-V0-12 10

* Packaging unit quantity

-V- New



Subject to change – 2010/03112 � Internet: www.festo.com/catalogue/...

Push-in fittings QS-V0, Quick Star, flame-retardant
Technical data

Push-in T-fitting QST-V0

Male thread

with external hex

R thread

G thread

Dimensions and ordering data

Connection Nominal size Tubing O.D. D5

∅

H1 H2 H3 L1 ß Weight

/piece

Part No. Type PU*

D1 [mm] D2 [g]

R thread

Rx 2.3 4 12 23.2 8 19.2 44 10 15 132894 QST-V0-x-4 -V- New 10x

3.6 6 14 26 8 22.1 50.5 12 19 160522 QST-V0-x-6 10

4.6 8 16 29 8 22.4 55.2 14 24 160523 QST-V0-x-8 10

R¼ 3.6 6 14 29 11 23 50.5 14 27 160524 QST-V0-¼-6 10¼

4.6 8 16 29.3 11 23.3 55.2 14 30 160525 QST-V0-¼-8 10

6.2 10 19 36 11 30 60.8 17 44 160526 QST-V0-¼-10 10

6.2 12 22 38 11 32 66.8 21 63 160527 QST-V0-¼-12 10

Ry 4.6 8 16 31.1 12 24.8 55.2 17 43 160528 QST-V0-y-8 10y

6.2 10 19 37 12 30.7 60.8 17 53 160529 QST-V0-y-10 10

7.7 12 22 39 12 32.7 66.8 21 63 160530 QST-V0-y-12 1

R½ 6.2 10 19 40 15 31.9 60.8 21 74 160531 QST-V0-½-10 1½

7.7 12 22 42 15 33.9 66.8 21 81 160532 QST-V0-½-12 1

G thread with sealing ring

Gx 4.7 6 14 25 5.1 – 50.5 13 19 186336 QST-V0-Gx-6 10x

5.4 8 16 25.3 5.1 – 55.2 14 23 186337 QST-V0-Gx-8 10

G¼ 5.7 6 14 26.5 5.6 – 50.5 17 29 186338 QST-V0-G¼-6 10¼

6 8 16 26.8 5.6 – 55.2 17 32 186339 QST-V0-G¼-8 10

7.3 10 19 32.5 5.6 – 60.8 17 41 186340 QST-V0-G¼-10 10

8.8 12 22.2 34.5 5.6 – 66.8 21 64 186341 QST-V0-G¼-12 10

Gy 7.2 8 16 28.3 6.6 – 55.2 19 45 186342 QST-V0-Gy-8 10y

8 10 19 34 6.6 – 60.8 19 51 186343 QST-V0-Gy-10 10

8.8 12 22.2 36 6.6 – 66.8 21 59 186344 QST-V0-Gy-12 1

G½ 9.6 10 19 37 7.6 – 60.8 24 77 186345 QST-V0-G½-10 1½

9.9 12 22.2 39 7.6 – 66.8 24 84 186346 QST-V0-G½-12 1

* Packaging unit quantity

-V- New



2010/03 – Subject to change 113� Internet: www.festo.com/catalogue/...

Push-in fittings QS-V0, Quick Star, flame-retardant
Technical data

Push-in T-connector QST-V0

Dimensions and ordering data

Tubing O.D. Nominal size D5

∅

D6

∅

H1 H2 L1 L2 Weight/

piece

Part No. Type PU*

D1 [mm] [g]

4 2.6 12 3.2 22 6.5 44 13 9.4 132896 QST-V0-4 -V- New 10

6 4 14 3.2 25.15 8 50.3 16 14 160533 QST-V0-6 10

8 5 16 3.2 27.4 9 54.8 18 18 160534 QST-V0-8 10

10 6.7 19 4.2 30.4 12 60.8 24 28 160535 QST-V0-10 10

12 8.7 22.2 4.2 33.2 14 66.8 28 41 160536 QST-V0-12 1

* Packaging unit quantity

-V- New
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Push-in fittings QS, Quick Star
Accessories

Release tool QSO

Release aid for QS push-in fittings

Dimensions and ordering data

Tubing O.D. Weight/piece Part No. Type PU*

[g]

3 ... 10 13 158419 QSO 1

* Packaging unit quantity


